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The “Safeguards” statement reproduced below is in accordance with Underwriters Laboratories “Standard for
Safety, UL 122, Photographic Equipment.”

IMPORTANT SAFEGUARDS©

When using your photographic equipment, basic
safety precautions should always be followed, in-
cluding the following:

1.
2.

Read and understand all instrugtions.

Clase supervision is necessary when any ap-
pliance is used by or near children. Do not leave
appliance unattended while in use,

 Care must be taken as burns can occur from

touching hot parts.

. Do not aperate appliance with a damaged cord

or if the appliance has been dropped or
damaged—until it has been examined by a
qualified sarviceman.

. Do not let cord hang over edge of table or

counter or touch hot surfaces,

i an extension cord is necessary, a cord with a

sultable current rating should be usad. Cords

10.

rated for less amperage than the appliance may
gverheat. Care should be taken to arrange the
cord so that 1t will not be tripped over or pullad.

. Always unplug appliance from electrical outlet

when not in use., Never yank cord to pull plug
from outlet, Grasp plug and pull to disconnect,

. Let appliance cool completely before putting

away. Loop cord loosely around appliance when
aloring.

. To profect against electrical shock hazards, do

not immersa this appliance in water or other |-
guids.

To avoid electric shack hazard, do not disassem-
ble this appliance, but take il to a qualified ser-
yiceman when same Service or repair wark is re
quired, Incorrect reassembly can cause electric
shaock hazard when the appliance is used subse-
quently,

SAVE THESE INSTRUCTIONS

& Copyrighted Underwriters Laboratories “Standard for Sataty, UL 122, Photographic Equipment”
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SPECIFICATIONS

Condenser Enlarger

Overall Haight: 39 1)4°

Bascboard Dimensions: 147 x 197 x 24

Lamp Type: PH140

Input YWoltage: 120WAC

Megative Size: 2'a”™ x 23" (6B » 7 cm} or
smaller

Dichra BT Lamphouse

Input Voltage: 120Va0

Larnp: 80W, 24V (cat, #6755)

Filtration: Dichroic Interfarance

Mixzing Chambers: & % 7 (Standard)
3Bmm (Optional)
Both incorporate infrared and
ultraviolet filtration.

Fig. 1
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INTRODUCTION

Congratulations! You have just purchased one of
the finest enlargers available today. Your enlarger
(and accessaries available from your dealer) will
enable you to make beautiful, high-guality black
and white or color prints.

This instruction manual contains information for
tha Dichro 67 and Condenser lamphouse
enlargers. Most instructions pertain 10 bath
madels, Any differences will be noted and ex
plainad. Your new enlarger is easy 0 assemble
and aperate and requires virtually no
mainlenanca, Hawever, we suoggest that you
carefully read the contents of this manual in arder
I oblain optimum  satisfaction from your
anlarger. This manual will provide yau with the
necessary information 1o fully uotiliza the
capabilities of the enlarger, and the time taken 1o
read the manual will be well spent.

Fig. 2
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10, Magnification Scale
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12, Dichro 67 Lamphousa
13, White Light Lever

14, Filtratlon Conirols
18. Filtration Dials

16. Elevating Lock



I. UNPACKING
INSTRUCTIONS

A, Lift out the enlarger chassis and set aside.

CAUTION: DO NOT LOOSEN ELEVATION LOCK
KNOB. The enlarger camriage is counterbalanced
with the lamphouse in plage, If the lock is re-
leased before this welight has been added, the car-
riage will rapidly move up the column.

B. Carefully remove the following components,

2 Condensers (Condenser model only)
Filter Holder {Condenser model only)
Focusing Knob (27" dia.)

Accessory Filter Holder

Red Safety Filtar

Lamphouse Elevating Arm
Lamphouse Elavating Knob (17 dia.)
Dichro 67 or Condenser Lamphouse.
Baseboard

Lensboard {(32mm opening)

Hardware Kit, which contains:
1. 4 ¥-20 x 3" Long Hex Head Screws
2. 4 Sall-Adhesive Feet
3. 2 Wing Nuts
4, 1#6-32 x 134" Long Machine Screw
5. 1 Shoulder Screw
6. 1 Internal Tooth Lock Washar
7. 1 Curved Washer
B, 2 #10-32 x %" Long Phillips Machine Screws
9. 1 Plain Washer (10" x ™" O.D.)
10, 1 #8B x """ Long Tap Screw
11. 1 #8-32 Hex Mut
12, 2 #10-32 Keps Nuts
13, 4 Tee Nuts

Il. ASSEMBLY
INSTRUCTIONS

Toolz Reguired: Hammer, Slotted Screwdriver,
Fhillips Screwdrivear.
Wrench

Tw® Open End or Box

—B

]
]
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A. Baseboard and Enlarger

1.

Select the side of the baseboard you wish
to be the bottom. Insert tha four Tee Muts
(Item Mo, 13 on the hardware list) in the
holes in the baseboard. Tap in with hammer.
{The nuts do not have to be flush with the
pottom of the board, as they will be drawn
up when you tighten the screws in step 2).
Apply the four self-adhesive feet (Mo, 2) to
the bottom of the baseboard, approximately
¥z " from each corner. See Fig. 3. Turn aver
the bazeboard so that it is standing on Itz
faat.

. Place the enlarger chassiz on top of the

baseboard and align the holes in the
column base with the holes in the base-
board. Insert the four 31" machine screws
{Mo. 1) and hand tighten, When all four are in
place, fully tighten with wrench or slotted
screwdriver, See Fig. 4.

. Attach the focus knob to the foocus shait

with the 21 " scraw (No. 4). The 2%" focus
knokx can be attached to either side of the
shaft for right ar left hand use. See Fig, 5

. The acccessory filter holder can ba readily

attached beneath the lens stage by using
items 5,6,7 and 11, as illustrated in Fig. 6.
NOTE: Turning the focusing knob to fully
extend the bellows will provide easier
acCCesSs.

. Altach the 17 lamphouse elevating arm us-

ing tha """ tap screw (No. 10) and plain
washer (Ma, 9. See Fig. 7.

. Tha lamphouse elevating arm is fastened to
the lamphouse mounting brackat with the
fwa %" long Philllps machine screws {No.
12} and the two Keps nuts (Mo, 8), See Fig. 8.
The arm can be mournted on either side of
the lamphouse, for right or left hand use,

-
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B. Condenser or Dichro 67 Lamphouse.

1. Raise the lamphouse elevaling arm to set
the mounting bracket in a horizental plane.

2. Hang the lamphouse on the mounting
bracket as in Fig. 9 and secure in place with
the two wing nuts (Mo, 2).

3. Connect the condenser lamphouse power
cord to an appropriate AC source (darkroom
timer outlet). Connect the Dichro 67 lamp-

Ill. OPERATING
INSTRUCTIONS

. Inserting Lens

You will need to use a lens of the appropriate
focal length for the negative format from which
you will be printing, which you attach o the
lensboard to mount on the enlarger. Remove
jam nut fram lens, insart lens through board
and firmly screw in jam nut.

Mote that the bottom of the lens stage con-
tains two retaining strips. With the back edge
of the lensbaoard tilled upward, insert it into the
groove above the rear retaining strip, Push the
lensboard back into the groove and raise the
front edge until the board is level, A leaf spring
in the raar groove will push the lensboard into
the groove above the front retaining strip and
hald it in position. Be sura the lensboard is
securely held at the front and rear of the lens
stage. To ramove the lensboard, reverse the
pracedure, See Fig, 11,

Fig.11

house to its standard or stabilized power
supply.

C. Condenser and Filter Holder Installation

[Condansar Lamphousa Only)

1. Remove the lamphouse door by sliding itup
and aut of its tracks.,

2. Follows the instructions in Fig. 10 and in-
sert each condenser and filter holder where
indicated, See Section IV for more details.
Return the door o its position.

The table below indicates which lansas are re-
quired for various formats and the range of
magnification which can be obtained with

each. Max. Print
Range {Aprox.) {On
Format Lens Min. Max. Baseboard)
20T 2% 90mm 1.78X 575X 117 % 14~
2 2% TAmm 1.25X TH 11° x 14"
asmm S0mm  1.50X* 12X 11" % 14"
Subminiature
{110y 35mm 4X* 19K g w0

Emaller magnifications possible by elavating easel from
aseboard.

B. Inserting the Negative (Fig.12)

The negative is placed in the negative carrier,
with the emulsion side down, by sliding it
under the pins on the lowar plate. A spring in
the carrier hinge will keep the upper plate
zlightly raised to facilitate inserting a negative
andfar moving a strip of negatives through the
carrier,

To position tha negative carrler in the enlarger,
raise the lamphouse elevating arm, It will
automatically lock in an open position.

Place the negative carrier on the negative
stage and push inundil the carrier slots engage
the locating pins at the rear of the stage. Gent-

Fig. 12



D.

Iy lower the lamphouse elevating arm, so that
the lamphouse comes to rest on top of the
negative carrier,

. Accessory Filter Holder

The accessory filter holder, attached below the
lens stage, accommodates the standard red
safety filtar, optional variable contrast and
special effect {e.g. soft focus) filters and light
integrators. The red safety filter may be used
whan checking composition and position of
the projected image while there is enlarging
paper in the easal. (This filtar should not be
used when working with color or panchromatic
black and while papers, as thase materials are
sensitive to red light.) The accessory holder
must ba positioned directly under the lens or
fully swung to the left, to avoid partially block-
ing the projected image,

When printing with variable contrast filters in
the holder, Jt is important to focus with the
lilter in the opticel path to avoid a shift in
focus, which can ccour when the filter is in-
troduced.

Elevation and focus.
Aller the negative has been positionad in the

IV. CONDENSER

A,

LAMPHOUSE

The Condenser System

The condanser system in the condenser lamp-
house consists of two 4Y condensers. Con-
densers may be removed for cleaning or lamp
changing by lifting the front edge slightly and
pulling  straight owt. To replace the con-
densers, insert the back edge into the slot and
push toward the back of the enlarger, until the
frent edge of the condenszer drops behind tha
small lig at the front of the slot. The con-
densers are identical, so there is no danger of
reversing them. Be certain, however, that the
convex (rounded) surlaces are always facing
each other.

. Filter Holder (Fig.13)

A two-piece filter holder is located between
the condensers. To remave tha halder, lift the
front edge slightly and pull straight out. Color
Printing (CP), variable contrast or neutral den-
sity filters, 3% " square, are placed between
the pieces of the holder, The holder is
reinserted by placing it in its slot and sliding it
back until the front edge drops behind the lip
at the frant of the slot. Refer to Section ¥ |
paragraph G for color printing infarmation, The
same basic color printing principles apply to
the Dichre 67 and tha 3% " x 315 " CP filters,

enlarger, the focus may be adjusted by turning
the focusing knob, To change magnification,
turn the elevation lock knob counterclockwisa
undil you can freely mova the enlarger carriage
up and down the calumn to the desired height,
The counterbalance spring will help hald the
enlarger head in place while you make critical
adjustments for focus and elevation. When the
projected image is the correct size and sharply
focused, turn the elevation lock knob
clockwise and firmly tighten to lock in the
height. A magnification reference scale is pro-
vided on the column to enable you to record
the height and 1o repaat your selected imagsa
size at a latar date,

. Oversize Prints

When an extreme degree of enlargement is
desired (greater than 11" x 14"), the enlarger
can be mountad to the basaboard in a reversed
position to enable you to project images onto
an easel placed on the floor, Remember fo
counterbalance the welght of the enfarger with
several heavy objects on the baseboard or
securely clamp the baseboard to a fable befare
revarsing. Then simply remove the four scraws
{Mo. 1) at the base, turn the enlarger 180° and
reassembla,

Fig. 13

C. Heat Absorbing Glass

A slot is providad in the condansar lamphouse
for inserting the optional heat absorbing glass
(gee your dealar tor details), The glass aids in
pratecting the negative from the heat of the
enlarging lamp, minimizing any negative buck-
ling, and also protects the dyes in color
nagatives and fransparencies.



V. DICHRO 67
LAMPHOUSE

The Dichro 67 lamphouse is composed of three
assemblies — the housing, the lamp and filter
assembly and the standard mixing chamber. The
lamp and filter assembly is removed from the
hausing by sliding it up and ot of the grogves on
either side of tha housing. See Fig. 14, The mixing
chamber may then be remaoved by lifting the front
edge slightly and pulling straight out.

Fig. 14

The 35mm Light Multiplier mixing chamber which
doubles the light output is available for printing
with 35mm and smaller format negatives and
slides. The light multiplier is also recommeandead
for use with "slow™ printing materials, which
oftan require greater than normal light intansity or
pnusually long printing time. See your dealer for
additional details.

A. Filtration
By turning the appropriate knob on the Dichro
67 lamphouse, any desired amount of cyan,
magenta or yellow filtration may be introduced
into the light path, The windows above the
knobs are color-coded to the color of filtration
they contral, and show tha valua of filtration
selectad for that color. Supplementary filtra-
fion of any lype may be placed in the ac-

cessory holder below the lens, and this Tillra-
tion must be of optical quality glass, gelatin ar
plastic.

B. White Light Lever

In arder to facilitate focusing or composing, it
is often desireable o temporarily remove filtra-
tion from the light path, This can be done with
the Dichra 67 lamphouse withoult disturbing
the filter settings by using the white light lever
on the right side of the colarhead, Pulling the
lever toward you will remove the filters from
the light path. Pushing ihe lever back will
restore filtration to the values indicated on the
dials, Be certain to refurn the filters fo the lighl
path bafore exposing your print.

C. Using the Dichro 67 Lamphouse

The objective in color printing is usually to
reproduce the colars in a phatograph Lo match,
as nearly as possible, the colors of the ariginal
subject. In order o accomplish this, it iz
almost always necessary to make adjusimeanls
1o the calor of the light source used o expose
the color paper. & cclor analyzer can help
determing the correct filtration and exposure
fimea far a well-balanced print from your color
negative or slide, See your dealer ar check the
inside back cover of 1his manuai for mare
datails.

Once you have detarmined your filtralion
values and exposure lime, the Dichre 67 lamp-
house lets you simply dial in the proper filtra-
tion and expose your print, without having to
handle conventional CP filters that can get
easily scratched or dirly.

The Correction Table shows what adjustments
are necassary 10 color-correct prinls made fram
negatives or slides. Experience will show how

COLOR CORRECTION TAELE

If firsi print | Cr the first

made fraom | print made

& negative | from a slide [Make this correction before

i Lo Is too: exposing the next print:

Yellow | Blua Add Yellow ar Subtract
Cyan and Magenla

kagenta Green Add Magenta or Subtrac
Cyan and Yellow

Cyan Red Acd Cyan or Subtract
Yellow and Magenta

Elue Yellow Subiract Yellor or Add Cyan
ard Magenta

Green Magenta Subtract Magenia or Add
Cyan and Yellow

Hedl Cyan Subtracl Cyan or Add
Tellow and Magenla

-



much of an adjustment is necessary for prints
requiring varying degrees of correction and
what starting filler pack to use in making a first
print, (Color paper manufacturers usually sug-
gest a starting filter pack for use with their
paper.)

Mate that there are two possibilities for each
correction on the tabla, Do not make a comec-
tion which results in more than two filters being
usad ab any ane tima, It all three filters are used
at the same time, they will cancel cul each
other, resulling in newtral density filtration and
loss of illuminatian,

If you have just started color printing, it is a
good idea to save those prints with which yvou
are not satisfied. On the back of these prints,
mark the filtration and exposure with which
they weara made and compare them to your
final prints. This is the best method of learning
the effects of changing filtration (and ex-
pasure} on your Dichro 67 lamphouse.

. Black and White Printing with the Dichro 67
Lamphouse

VI. ADJUSTMENTS

Your enlarger has been fully adjusted and
aligned at the tactory and should require no
further adjustments. If 1 does become
nacassary to make adjustments to the enlarger
in the fulure, refer to the appropriate section
below.

. Alignment of Negative Stage., Lens Stage
[Fig.15)

In order fo ansure flatness of field, it Is impor-
tant that the negative stage and lens stage be

SCREWS

Flg. 18

Your Dichra 67 lamphouse can be used as a
diffusion black and white printing system by
setting the filtration knobs at zero or retracting
the fillers with the white light lever, Diffusion
enlargars, when used for black and white, pra-
duce a somewhal less conlrasly print and
minimize graininess, They also tend to conceal
dust and scralchas an the negalive, and are
essential when any retouching has been done
diractly an the negative,

In addition, if you are using a variable contrast
paper, the dichroic filtration may be used 1o
contral contrast, eliminating the need for a
separate set of filters. The filtration values in
tha fable balow may be usad far this purpass
with Kodak Polycontrast® papers.

Paolycontrast® Grade Fillration
1 25Y
114 12% + 9M
2 a¥ + 21M
215 T+ 40M
3 107 +  TOM
318 20% + 140M

FOCUSING SPRING

PHILLIPS HEAD

parallel to the baseboard, To make this adjusi-
ment, locsen {do not remove) the two Phillips
head screws on each side of the negative
stage. Tha entire negatlive stageflens stage
assembly may then be tilted from side to side
and front to back until the required conditions
are mat. Check your adjustmentis) with a
carpenier's square or triangle to make sure
both sides and front and back of the negative
stage are equally distant from the bassboard,
Tighten the screws to secura the azsembly in
this position,

CENTRAL CASTING

FOCUSING
WHEEL

[ HEX ||| I
HEAD SCREWS



B. Focusing Mechanism

If the focusing mechanism is too stiff, it will be
difficult to critically focus. If it is too loose,
slippage may occur. To adjust the focusing

Vil. MAINTENANCE

A. Changing Lamps

CAUTION: Be certain that the lamp has cooled
sufficiently for handling before attempting to
remove. Disconnact power cord from AC
SOUTCE,

1. Condenser Lamphouse — requires a PH140
lamp, 75W, 120¥. To replace the lamp, first
ramove the upper condenser and the filler
holder to assure easy access, Unscrew the
old lamp and screw in the new lamp.

2. Dichro 67 Lamphouse — see page | for lamp
type. Slide the lamp and filter assembly
from the howsing., Pushing the relamping
lever (see Fig.17) toward the base of the
lamp will extract the lamg from the socket.
The lamp may then be pulled from its
holder. When replacing lamps, be careful
ot to touch the bulb ar the ingide of the
reffectar, as this may lead to scorching and
premature lamp failure, If you should ac-
cidantally touch the bulb, wipe clean with a
soft cloth and alcohal, Slide the new lamp
inta the holder as far as it will go 50 that the
pins at the lamp base fully engage the
socket.

mechanism, laosen or lighten the hex head
screws at the bottom of each focusing spring
{sea Fig.16), as needed, Try not to have one
spring much tighter ar loaser than the other.

Relamping Laver

Fig. 17

BE. Lubrication

Most moving surfaces in your enlarger are
made of self-lubricating materials. However._ i1
is advisaable to lubncale maving parts with a
small amount of Lubriplate ar a medam
weight ail every six months.

. Condenser Cleaning

Be sure the condensers are frea of dirl and
dust. If necessary, they may ba cleansd wilh a
soft cloth ar lens cleaning lissue.
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67CP ENLARGER REPLACEMENT PARTS LIST

DESCRIPTION FART WO,
Megalive Stage ,................ 10-42019
Facusing Shalt ... _.........., 10-42024
Facusing Shaft Spring ... ........ 10-42027
Lens Board Spring .. ..., .. ..., 1042032
Lens Board Relainer ............. 10-42033
Sl S R R o 10-42037
BearingPad ................... _ 10-42041
Ballones: o R R T coee 1042045
Bellows Retaining Angle ..., ..., 10-42052
Lens Stage/Focusing Bar ... ... 10-42138
Carriage Lock Stud ... ...... ... 10-45434
Carriage Upper Bearing .......... 10-45937
Carriage Lower Bearing ,......... 10-45938
Carrlage Locking Spacer ........, 10-45939
Carriage Lock Knob ............. 10-45032
Elemrat Do st i s s 10-45954
Bottom Filter Holder ._...._.,,. 1042103
GRILINNE oo wodieid 5 tenli i - 10-45955
Carriage Spring _........... 10-45931
Carriage Spring Clamp ... ... ... .. 10-45940
Carriage Spring Housing ......... 10-45936
Lamphouse Left Side ... ... . ... 10-42087.01
Lamphouse Right Side ., ..., ... 10-4 205102
Lamphouse Wraparound ..., .. L 10-42092-04
Front Heat Shield ... .........._, 10-42083
Rear Heat Shleld . ,.............. 10-42153
Lamp Socket Bracket ..., ...,.... 10-42155
Power Cord 120w .. .. ........,,, 10:42164
Power Cord 240w .. ... _.......... 10-42169
Lamphouse Doar _.......,....... 10-45913
Lamphouse Door Handle ... ... .. 1042110
(5115 |- R A S R e B s 1045951
Enlarger Base Board ... .......... 10-45980
Actuating Arm Knob ... ... .. o 10-42078
Lens:Boand .o G 10-d24 0
Sale Filter Holder . ..., ,......... 10-42040
Elevating Arm ............... .. 10-45922
Focusing Knob ............... . 1045833
4" Dial Condenser ... _...._...... 1042098
TopFilterHolder ., .............. 10-42102

REF. NG,

41
a2
43
44
45
46
47
48
43
a98
50
51
52
53

R22ERIRGY

54

DESCRIPTION PART NO.
Pan Head Tap Screw 4Bx308 ... .. .. 538-13-12-30
Shoulder Screw ... ., ......0..... H40-30-52
Self-Adhering Bumper _.......... 570-42-64
Tee Mut1M4-20 ................. 546-40-15

Hex Slot Mach. Screw 104-20x304 | |, 527-24-41-08
Bow Washer 17/64x916x1/16 High . 549-20.19

Wire Connector ................, G00-25.22
Wing Nut 1032 ... L. B46-20-13
Enlarger Larmp 120v .. _...._...... cat. #8101
Enfarger Lamp 240y ., ..., ... .. . cat. #8114
Lamp Soecket ... ..., .. ... . ... ... G25-82-07
Speaed Mut 632 U Tvpe ... .. .. 565-05-03
Pan Head Tap Screw 6BxS5HG6 ... .. 538-19-10-12

Pan Head Mach. Screw 6-325516 . . 518-10-02-01
Hex Lock Mut B-32
Pan Head Mach, Screw 10-32x38 . . 524-12.02.01
Lockwashar #10

Red Safety Fllter .. .............. cal, #8040
Pan Head Tap Screw BBx1116 ., . . . 538-21-22-02
Plain Washer #10B .............. 548.24-40
U TypeClip oL, ... B85-42-23

Fan Head Lock Screw B-32x3/8 . ... 540-60-73

Hex Mutg32 ............... oo Ba5-18-20401
Pan Head Tap Screw BET=104 .. ..., 538-21.08.20
Pan Head Tap Screw BBTxSM16 . . .. B3E-21-10.08
Pan Head Tap Screw 6BTx3@ ... .. 53B-19-12-44
Pan Head Tap Screw 4Bx316 ... ... 538-13-06-16
Pan Head Tap Screw 4814 . 535-13-08-32

Fan Head Mach, Screw 832118 | . . 519.04-02-01
Hex Head Mach, Screw 6.32:5016 . . 519-10-40-01
Plain Washer#6 .., .............. H48-18-07
Hex Head Lock Screw 10-32x308 | |, 540-60-20

Plain Washer 810 .. ... .. ... .. .., 548-24.04
Hex Mut 832 ..., ......... 545-21-20-01
Lock Washer#f .. ..., _....... Sd8-45.08

Fan Head Mach, Screw 6:32x1 34 _ . 519-56.02.02
Extension Spring .. .............. S62-70-64

Power Corgd Bushing
Pan Head Mach, Screw 10-32x308 . . 524-12-02-01






ACCESSORIES

Color by Beseler
Beseler offers a
wide range of
processing
equipment and
chemistry for
making beautiful
prints. Process-
ing drums
capahle of handling prints up to 167 = 207,
matarized agitators, tanks, reels and other helpful
tools are availabla from your Beseler dealer. With
Color by Beseler 2-Step, you can produce fan-
tastic color prints from negatives in as little as
two minutas! Develop your color negatives with
CM2. Process slides with EB, and make prints from
those slides with 3-Step.

pmiA Color Analyzer
{Catalog Mo, 8155)

The pmid Color Analyzar
combines the latest advances
in solid state circuitry and
popular pricing in an instru-
ment of professional guality
and performance, The pmiA
utilizas a photomultiplier light
detector and features a compact design with
separate probe, allowing maximum utilization of
limited space. Choice of spot or integrated
readings on large, back-lighted metar. Solid state
electronics provide instantanecus warm up and
internal stabilization, Automatic safety overload
circuitry protects unit frem damage and rendears
reprogramming unnecessary after exposurg to
racm lights. UL approved.

Audible/Repeating Enlarging Timer
(Catalog Mo. 8177
A new electronic
timer with 0.1 to 110
second rangs and an
audible “‘metra-
nome' tane. The
timer can produce a
“‘heep'’ avary Sse-
cand to allow burn-
ing and dodging op-
erations to be per-
formed precisely. &
switch on the timar
allows for audible ar
silent operation. Dual time controls and a 10X
range selector provide precise setting of exposure
times throughout the entire range. Lumninous dials
and a large luminous “Print™ button allow for sasy
aperation in the dark, The timer has two grounded
autlets, ane for the enlarger and the other for a
zafelight. Each can handle up to 500 walts - ade-
quata for any anlarger. Safelight is automatically
switched off when focusing or exposing. A recep-
tacle is provided for an accessory fool switch,
Timer has a rugged, all malal case and built in
sland. 12 month warranty.

Beseler Color Pro Enlarging Lenses
A guality series of
enlarging lenses worthy
of the Beseler namea.
Computerized design,
state-of-the art color cor-
rection, optimized
resolution and contrast. Manufactured to exacting
standards. Beseler Color Pro lens are capable of
producing photographic enlargemeants equal o
gven the most demanding standards. All lenses
have standard 39mm Leica thread for easy moun-
ting to most enlargers and are supplied with jam
nut and lens cap in an attractive and rugged
storage case.

50mm, f2.8 to #22 (Catalog Mo, BES0)
75mm, 4.5 to (22 (B692)

40mm, #5.6 to f132 (2604)
105mm, 15.6 to 45 (B6546)

135mm, /5.6 to /45 (BE0R)

Beseler Dust Gun
Beseler's Dust Gun is a

safe, dry, all-purpose
dust and lint remover
specifically designed to
be used with photo-

grahic equipment. The
non-toxic gas removes
microgcopic dirt, dust
and any ather dry foreign
material from negatives, instruments and more.
The inerl, non-flammable gas has been triple
filtered to insura purity,

A unique 3-way valve is available to enable the
user to regulate the intensity of the burst,
Available in:

12 oz. spray can with built in 3-way adjustable
valve and extension tube (Catalog Mo. 8550)

12 oz. rafill which fit most standard trigger valves
(Catalog Mo, 8562)

3 pz. portable spray can (Catalog Mo, B554)

Beseler Analite 300
{Catalog Mo. B173)
The Analite 300 En-
larging Exposure
Meter gives perfact
axposure information
for black and white
and color printing. The
Analite 300 uses a
new generation of
solid state sensors
which are ultra sensitive and assure years of
accurate, trouble-free aperation. The Direct
Readout Dial gives exact exposure fime in
seconds (or allows variation of the fistop, if
desired), The printing spead (ANS] Number) of any
new of “unknown™ paper gan be easily determin-
ed, Tha Analite 300 iz precalibrated and ready 10
use the moment it's plugged in. Voltage stabiliz-
ed. UL approved, 12-month warranty.




‘LIMITED ONE YEAR WARRANTY

Beseler Photo Marketing Company, Inc., Florham
Park, New Jersay warrants its products (with the
exception of lamps), to the original purchaser anly,
to be free from defects in materials and workman-
ship for a period of one (1) year from the date of
purchase.

This Warranty does not apply 1o our products which
show evidence of accidental damage, misuse ar
abuse by you. The Warranty also does not apply to
our products which are delective or damaged by
tampering or attempted repair by an unauthorized
Beseler agent.

Beseler exclusively limils this Warranty o repair
or replace {at Beseler's option} the defective part
of its product. If you decide to send our product to
our authorized repair outlet, you must insure the
product and prepay all transportation expenses.
Beseler will not be liable for damages caused in
the course of shipping the product to you. You must
allow at least six (B) weeks for correction of the
defect,

AMNY IMPLIED WARRANTIES OF FITNESS FOR
USE, OR MERCHANTABILITY, THAT MAY BE
CREATED BY OPERATION OF LAW ARE LIMITED
TO THE ONE (1) YEAR WARRANTY PERIOD.
Some slates do not allow limitations on how lomg
an implied warranty lasts, so the abowve limitation
may not apply to you.

MO LIABILITY 1S ASSUMED FOR EXPENSES OR

DAMAGES RESULTING FROM INTERRUPTION IN
OPERATION OF EQUIPMENT, DAMAGE TO FILM
OR PAPER, OR FOR INCIDENTAL, DIRECT OR
COMNSEQUENTIAL DAMAGES OF ANY NATLRE.

Some states do not allow the exclusion or limita-
tion of incidental or consequential damages, so the
above limitation or exclusion may not apply to you.

In the event there is any defect in materials and
workmanship of our product you may contact our
Customer Service Department at Beseler Photo
Marketing Company, Inc, 8 Fernwood Road,
Florham Park, New Jersey 07832, This Warranty
gives you specific legal rights, and you may also
have other rights which vary from state to state,
You may also have implied warranty rights. In the
event of a problem with warranty service or per-
formance, you may be able to go to a Small Claims.
Court. a State Court, or a Federal District Court.

IMPORTAMNT:

THIS WARRANTY SHALL NOT BE VALID AND
BESELER SHALL WOT BE BOUND BY THIS
WARRANTY IF QOUR PRODUCT IS NOT OPER-
ATED IN ACCORDANCE WITH BESELER'S
WRITTEN INSTRUCTIONS

You must prova the date of purchase by producing
a sales receipt indicating that you are the original
purchaser.

IMPORTAMNT! KEEP THIS INFORMATION HANDY
FOR FUTURE REFERENCE

KEEP YOUR SALES RECEIPT!

SERVICE INFORMATION:

Should you need service for your BESELER photographic aquip-
ment atter 1ha warranty has expired, please follow these steps

PACK the product in the arigingl packaging rmatérial 10 pratect it
i fransiT,

ENMCLOSE complete information showing your name and ad-
dreas, whal is wrang with (he eguipment, and the return shipping
address. Tape the nformatien 1o the equipment to be sung it does
nad ged thrown gut with ihe pack-ng malarial

ADDRESS the package to BESELER SERVICE MANAGER,
8 Fernwood Road, Flarham Park, MJ 07332

PREPAY FREIGHT CHARGE AND INSURE the package against
damage ar loss in transil.

ESTIMATES. We will gladly provide estimates upon regquest
There is a flat estimate charge of §7.50 payatle in advanca. The
eatimale charge will be credited towards the cost of the repair.
Mo work will be undertaken or bifled until writben approval of the

eslimabe s received.

CHARGES. Your local Beseler dealer has a list of current price
ranges 1o service Beselar pholographic equipment. Any repeir
likely to excead the mazimum recommended Sardce prica will
e estimated and held for your approval before work is bat-n

PAYMENT. Your chack for §7 50 must acoompany your request
for an estimate; alternatively, you may charge your VISA or
MASTER CHARGE account. Repairs must be paid in full pricr 1o
rafurn to owner, Personal checks or VISA/MASTER CHARGE
accepted. (I you pay by VISA or MASTER CHARGE, please give
the accoum number and expiration date.)

OBSOLETE EQUIPMENT. Besaler reserves the right to refuss
10 repair equapmant that has been discontinued for five (5) years.

IN-WARRANTY SERVICE, There is no charge for serdice per-
larmed during (he warfantly period. PROODF OF PURGHASE is
required for warranty service and must be enclosed with the
raturm. Terms of the warranty are explained above

=BESELER

BESELER PHOTO MARKETING C:O., INC.,
8 FERMWOOD RD., FLORHAM PARK, N.J, 07932
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