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The "Safeguards” statement reproduced below is in accordance with
Underwriters Laborafories "Standard for Safety, UL 122, Photographic
Equiprment.”

IMPORTANT SAFEGUARDS"

When using your phofographic equipment. basic safety precaufions
shiould always be followed, including the following:

1

2

3.
4,

12,

Read and understand all instructions.

Close supervision is necessary whean any appliance is used by or
n=ar children, Do not leave appliionce unattended while in use,

Care must be taken as burns can occur from touching hot parts.

Do not operate applionce with o domaged cord or if the appliance
has been dropped or domaged-uniil it hos been examined by a
qudlified servicerman.

. Do not let cord hang over adge of table or counter or fouch hot

surfaceas,

. If an exfension cord is necessary, a cord with a suitable current rating

should be used, Cords rated for less amperage than the gopliance
may overhaat. Care should be faken to arrange the cord so that it
will notf be fripped over or pulled.

Always unplug appliance from electrical outlet when not in use. Never
yank cord fo pull plug from cutlet. Grasp plug and pull o disconnact,
Let appliance cool complataly before putting away. Loop cord loosahy
around apoliance when staring.

. To protect against electrical shock hazards, do not immerse this ap-

plicnce inwater or other liguids.

To avoid electric shock hazard, do not disassemble this appliance,
but take it fo o qualified serviceman when some service or repair work
is required. Incorrect reassemibly can cause electric shock hazard
when the applionce is used subsaquantly.

SAVE THESE INSTRUCTIONS

“Copyrighted Underwriters Laboratories
“Standard for Safety, UL 122, Photographic Equipment”
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Specifications
Line Input: 120 volts AC. 50,60 Hz
Power Consumplion: 250 walls

Lamp: ASA Code: B

24 wolt, 200-watt @uartz-Halogen

amp in Dichroic Redlecho

Manufacturer's Rated Lite: 25 burning hours
Average Lile in Dudl Dichro 23: 40 Durming hours
Type of Filtration: Dichrolc Inferference

Hard codtings meeat all requirements of
military specification MIL-C-6754

Filtration Range: O-200

Yellow, Magenta, Cyan

Auxiliary Filtration: Wia filler dronwer built

nio 23C enkarger
Megative Sizes: 2% x 3V Inches or smaller
Caooling System: Antiwvibration, rublear-mounied
rotary Tan, bigilt into colorheod

Components:
1. Colortwad
2. Diffuser with Light Baffias

hounting Brockets (2

B

Brocket Sorews |4)
. Push-in fype Mylon Grommets (4]
Colorheod Sacuring Krnobs (2]

-1 O Ch

[=-]

-1 Stoge Adustrment
Knob .»mf Er ENEon

2. 3%" Mounting Screw
10, Audliary Countarbalance Spring

11, Mounling Brackets for Soring (2)

12 Mounting Screnws & MNut for above




INTRODUCTION

Beseler's Dual Dichro 23 lurminating System repre-
sents a new generation of dichroic light sources,
providing the photographer with the utmaost in
versatility, precision and quality. While the con-
cept behing the Dual Dichro is entirely new, you
will find in this colorhead the same careful
engineering and sturdy construction which have
made Beseler photographic products the choice
of generations of photographers,

Because the Dual Dichro can operate as a diffu-
sion or a condenser illuminating system, the
photographic printer can choose whotever
source test suits the reguirements of the negative
ar transparancy being prinfed, When used in the
COMDEMSER mode, the Dual Dichro provides
crisp, specular illumingticn for the maximum
resclution of grain sfructure and fine detail as
well as higher confrast in black and white print-
ing. Additionally, the condenszer system provides
a highly efficient means of illuminating the nega-
fivie or transparency resulting in an extremely
high level of baseboard ilumination and fast ex-
posures. This feature is particularly advantageous
when printing dense negatives or transparencies,
working at high magnifications, using small aper-
tures or printing on slow materials,

In the DIFFUSION mode, the Dual Dichro provides
o soffer illumination which is particularly useful in
rminimizing the visible effects of dirt, scratches
and refouching. Because of the transparent na-
ture of the color imoge, apparent sharpness and
contrast are not affected by the type of llluming-
fion used when making color prints. The DIFFL-
SICN mode may then be used in color prinfing to
subdue dirt, scratches, dust and fingerprints
without affecting image guality. In Block and
white prinfing, wheare the image is comprised of
opagque parficles, the DIFFUSICN mode may also
e used where it is desirgble o produce a some-
what soffer print, subbdue grain structure or to
concedl the effects of retouching on the
negative, s is often required in portraiture.

A MODE RECOGMNITION CIRCUIT built into the Dual
Dichro illuminates the appropriate indicator on
the front panel of the colorhead depending on
whather it is installed in the DIFFUSICN or COM-
DEMSER mode. A third indicator on the panel

of the colorhead will e illuminated when you at-
fempt 1o turn on the lamp with the filter refractor
in the WHITE LIGHT position. At the same time, the
enlarging lamp itselfl will not light with the filters
refracted. This PAPER SAVER CIRCUIT prevents the
accidental exposure of color paper to unfilterad
light, reducing the waste of time and paper.

PREPARING THE 23C

Mounting the Condenser Stage
Adjustment Knob Shaft Extension

In order to permit adjustrmeant of the lamohouse
when the colorhead is used in the COMNDENSER
mode, it is only necessary 1o install a Condenser
Stage Adjustment Knot Shoft Exfension. To install
the shaft exfension, first remove the Condanser
Stage Adjustrmant Knob (fig, #4). Flace the exten-
sion over the end of the shaft and replace the
knot on the end of the extension (fig. =2). A 314"
Phillips head screw is provided to mount the
extendad knok, This knob must be fermporarily
removed should it be necesssary to tfilt the
enlarger for wall projection,

Mounting the Auxiliary Lamphouse
Counterbalance Spring

Ta maintain the smooth, precise adjustrment of
the 23C Condenser stage with the Dual Dichro
mounted, it is necessary to compensate for the
added weight of the colorhead. For this reason,
an auxiliary lamphouse counteroalance spring Is
provided which should be installed permaneanitly
an the 23C, as described below.

1. Remove the rear cover plate from the back of
the lamphousse assemibly. [fig. #3)

2. Remove the screw from the top of the left
guide rod, (fig. #4)

3. Positicn the upper spring bracket over the top
of the guide rod and secure it in place with
the screnw which wos removed in step #2
above, (fig. #5)

4. Mount the lower spring bracket as shown using
the screw and nut provided. The large hole in
the bracket fits over the protruding end of the
adjusting shaff, The flat side of the nut should
face toward the bracket. (fig. #&)

5. Raise the lomphouse to its higheast position
using the Condenser Slage Adjustment Knolb,
Hook the spring through the hole in the upper
bracket, Pull down on the spring and hook
the other end through the hole in the lower
bracket. [fig 7] (You may find it helpful to tie
o short length of string to the lower end of the
spring to assist in pulling it down and hooking
it onto the lower racket.)

&, Replace the rear cover plate onto the back of
the lamphouse assemialy.
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Installing the Mounting Brackets

The mounting brackets and securing knobs are
supplied for use with the colorhead for horizontal
projection, If you do not use your enlarger for
harizontal projection it is not necessary o install
the brackets or the knotbs,

1. Insert one of the nylon grommets all the way
into the last louver on the left side of the lamp-
house, with its prongs spreading left and right.
(fig *8)

2, Lower the grommet to the boftormn of the louver.

3. Insert another grommet into the second lowver
and lower it 1o the bottom of the louver, [fig.#9)

4. Position a mounting brackst over the
grommets and secure the mounting bracket
with two of the bracket screws. (fig, *10]

5, Attach the second mounfing brackst 1o the
last two louvers on the right side of the lamp-
house, [(As with the first brockst, the 2nd
mounting bracket must be lowered to the
bottom of the louvers.)

_ GROMMET

MOUNTING
BR}}C KET

g

Removing the Motor-Mount Screws

A

1. Unpack the colorhead and open the lamp

compartment door by revolving the locking
knal e turn in o counfer-clockwise direction
andg lifting up on the knob. [fig, *14)

.Rermove and discard the two screws [and the

hwo locking washers) from the fop of the motor
rnount, [fig, *12)

MOTE: Thase motor mount scresws arg insfalled
as o precautionary measure during shipping.
They must be REMOVED before plugaing in the
colorhecd!

3. Close and lock the lamp compartment door,

LOCKING KNOB——— o

fig. #12




Installing the Dual Dichro 23 in the R |
Diffusion Mode [

The Dual Dichra is shipped ready fo be installed
in the DIFFUSION mode. To install the colorheod,
proceed as follows:
UFPER BEL
!

COMNDENSER

1. Locsen the screw ot the top of the lamphouse ASSEMBLY

and remove the lamp cap and the PHA11A
enlarging larmg. (fig, *13]

2. Roise the lamphouse/condenser assembly 1o
thie 8-1&-35mm position by rotating the lamp-
houselcondenser knob, [fig, #14)

3. Push down the upper bellows and disengoge
it frorm the condenser assembly. (fig. #15)

4, Open the filter drawer and slide oul the
condenser assembly and the filter holder and
frame. (fig. *18)

5. Unpack the diffusing chambzer and slide it
into the lower channel of the filter drawear with
the light seals posifioned to the front and

fig. #14
pack. (fig. =17) g+
&, Close the filter drawer. Continued ...
fig. £13 / —— FILTER DRAWER COVER
y K
LAMP CAP SCREW ,a\ CONDEMSER ASSEMBLY

FILTER HOLDER AND FRAME

fig.
#17




fig. #21

SECURING KNCB.
S

7. Lower the lamphouse to the 2% x 3% position
by rofating the lamphouse/condanser knoto.
[fig. #18]

MOTE: In the DIFFUSICN mode the Dual Dichro
must remain in the 2% x 3% position for ALL
negative sizes.

8. Lift the top of the upper bellows and position
it over the outer rim of the diffusion chamiber
[fig., 19

2. Center the opening in the boftom of the
colorhead directly over the top of the lamp-
house, (fig, #20)

10, Lower the colorheod and seat it inte position
over the lamphouse,

14. Insert and tighten the pair of colorhead
sacuring knobs, [fig, #21)

Installing the Dual Dichro 23 in the
Condenser Mode

1. Rermove the diffusion chamber and place the
condensar assembly in the lower channel of
the filler drower, This is the normal position for
the condensers on the 23C enlarger.

2. Remove the colorhead from the enlarger and
ploce it upside-down on a flat surface.

3. Remove the two cylindrical nuts which hold the
hex-cell diffuser. (fig, *22) Remove the hex-ceall
diffuser assembly entirely.

4, Posifion the Conic Light Integrafor cver the lamp
aperture and fasten it in place with the cylin-
drical nuts. [fig, #23)

5. Mount the colormhead on the enlarger, being
careful not o damaoge the conic integrator as
it is lowered through the top of the lamphouss.
Attach the colorhedad securing knobs,

The Dual Dichro is now recdy to be used as a
Condenser colorhead. In this mode it 15 imporfant
that the lomphouse e adjusted to the appropri-
ate position for the lens and format being used,
This adjustment is made with the extended Con-
cdenser Stage Adjustment Knob according to fhe
scale on the right hand side of the enlarger in
the usual manner.

Power Supply

A power supply is also required and must be pur-
chased separately, Both Standard and Stabilized
supplies are available. Fluctuations in the line
voltoge can affect both the color and density of
wour orints. I is, therefore, recommended fhal
vou color print at those fimes when major appli-
ances, such as air conditioners, electric ranges
or dishwashers are not in use. The use of a slakbi-
lized supply, however, will maintain the color-
heod lamp at a constant voltage regardless of
changes in ling valiage,

Connection of Standard (Non-Stabilized)
Power Supply (fig. *24)

1. Plug the colorhead cord into the six-prong
socket on the transfarmer,

2. Plug vour enlarger timer into the “TIMER” outlet
on the top of the fransformer

3. Plug the transformertimer cord into the timer.



™ HEX CELL DIFFUSER

e

™ fig. #22

CONIC UGHT
INTEGRATOR

fig. #24

COLORHEAD
SOCKET

TIMER QUTLET

LAMP ON /OFF SWITCH
POWER ON /OFF
POWER SUPPLY CORD

fig. #25

TO TIMER TO AC WALL OUTLET

MNote: K you are not using an enlarging timer,
plug the fransfarmerftirner cord directly into the
"TIMER™ outlet on the transformer
DO NOT UNDER AMY CIRCUMSTANCES PLUG THE
TRAMSFORMERITIMER CORD INTO A WALL SOCKET.

4. Connect the power supply cord to an AC
voltage stabilizer and plug the voltage stati-
lizer into any 120 volts AC, 50080 Hz wall outlet.
If wou are MOT using a voltage stabilizer, plug
the power supply cord directly into a 120 volts
AC, 80/60 Hz wall cutlet,
MEVER UNDER ANY CIRCUMSTAMNCES USE A "DC”
OUTPUT STABILIZER, THE USE OF QTHER THAM AN
AT QUTPUT STABILZER 'WILL DAMAGE THE
COLORHEAD AND WILL VOID THE WARIBAMNTY,

5. Turn on POWER switch, located on the side of
the transformmer

&, Turm on the LAMP switch on the top of the
transformer. (If you're going fo be using an
enlarging timer, the lamp switch should be leff
on permanantly, as the timer will then aufo-
miafically turn the laomp on and off )

Connection of Stabilized Power Supply
(fig. #25 and 2&)

The Dual Dichro Stabilized Power Supply is  one-
piece, completely self-contained, voltoge-regu-
loted (stabilized) AC power supply. Since a
voltage stabilizer is built right inta this power sup-
ply, no other power supply or external voltage
stabilizer should be used in conjunction with it.

1. Plug the colorhead cord info the six-prong
COLORHEAD socket on the back of the Dual
Dichro Stabilized Power Supply.

2. Plug your enlarging timer into the "FROM
NIMER" cutlet on the back of the Dual Dichro
Stabilized Power Supply.

3. Plug the “TO TIMER” cord into your enlarging
timer,

MNOTE: If you are not using an enlarging timer,
plug the “TO TIMER™ cord directly into the
“FROM TIMER™ outlat on the boack of the Dual
Dichro Stabilized Power Supply.

DO NOT UMDER AMY CIRCUMSTAMCES PLUG THE
T TIMER" CORD INTO A WALL SOCKET,

4. Plug the AC line cord from the Dual Dichro
Stabilized Power Supply directly into any 120
volts AC, 50/&0 Hz wall outlst,

5, Turn on the "POWER" switch on the front of the
Dual Dichro Stakilized Power Supoly

&. Turn on the LAMP switch on the front of the
Dual Dichro Stabllized Power Supply. [If you're
going to be using an enlarging timer, the
lamp switch should be left on permanently, as
the timer will then automatically turn the lomp
on and off),

MOTE: The Beseler Dual Dichro Stabilized Power
Supply is protected by o 5 AG, 5 amp, 125
volt, slow-blow type fuse. [Beseler Product
#*600-62-02, Litlefuse *343005 or equivalent,)
The fuse holder is physically located above the
AC line cord on the back of the Dual Dichro
Stabilized Power Supply.



HOW TO USE THE DUAL
DICHRO 23 COLORHEAD

Color Printing

The following information should help you fo get
started making color prints with your new Dual
Cichro Colorheod,

1. Put your negative into the enlarger. Size,
compose and focus the image as usual.

2. Look at the TRIAL EXPOSURE TABLE: Dial in the
recommended filter pack and set your lens o
FIg in the DIFFUSICN mode and F1é in the
COMDEMSER modea,

TRIAL EXPOSURE TABLE
Kodacalor-11 A0+ A20Y
Wearicolor-14 A0M + 100y

3. Make a test strip for density, varying only the
axposure time (not the lens aperfure or the
filter pack].

4. Evaluate the test strip for density.

a. If any section of the test strip shows exactly
the right density, you're all done testing. Re-
cord the exposure time which produced it

b If ane section of the test strip is foo light and
the adjeining secticn is too dark, an in-
fermeadiate exposure fime s required. For
example: If the exposure time for the light
saction was 10 seconds and the exposure
time for the dark section was 20 seconds,
the proper exposure fime will be somewhers
in betweean 10 and 20 seconds. [If in doulot,
you might want fo make o second fest strip
using infermediate exposure times such as
12-14-165-18 seconds.)

o I all four sections are too light, open up the
apearture of your enlarging lens Dy two full
Fistops and repeaat the test using the same
exposure fimes, (The original fest strip was
underexposed.]

d, If all four sections are too dark, close down
the aperture of your enlarging lens by two
full Fistops and repeat the test using the
same exposure fimes (the orginal test strip
wiis cverexposed),

& Cnee the aperture setting and exposure
fime have been determined, the next steg is
fo identify the FREDOMINANT color an the
correctly exposed section of the test strip.

&, Identify the Predominant Color
If vour test strip happens fo be perfecily color-
palancead, you are immediately ready to
make a color print without making any adjust-
ment to the filler pack. IV far more likely,
however, that vour test sirip will have a pre-
dominant color cast which you will want fo
remove before making your full size color print,
You must first identify the predominant color
cast and then refer to the COLOR BALANCING
table for directions on how to remove it

Color Balancing Table

If first print Or the first

made from a | printmade | MAKE THIS CORRECTION

negativeis | fromaslide| BEFORE EXPOSING THE

too: is too: MEXT PRINT:

Yellow Blue Add Yellow or Subtract
Cyan and Magento

Wagenta Grean Add Mageanta or
Sulztract Cyan and
Yxllow

Cwan Red Add Cyan or Subitroct
Yellow and Magenta

Blue Yerllow Subtract Yellow ar odd
Cyan and hagenta

Grean Magaenta | Subtract Magenba or
add Cyan and Yellow

Red Cyan Sulntract Cyan or odd
Yellow and Magenta

The fable shows what adjustments are necessany
fo color correct prints made from negatives or
slicles.

Experience will show how much of an adjusiment
is necassary for prints requiring varying degraes
of corection and what starting filter pack o use
in making a first print. Note that there are two
possioilities for eqach corection. Do not make a
carrection which results in more than hwo filters
being used at any one time. If all three filters are
used at the same time, they will cancel each
other cut resulting in neutral density filfration and
lzss of llurmination,

If you have just starfed colar printing, it is a good
idea to save those prints with which you are not
satfisfied. On the back mark the filfration and ex-
posure with which they were made and compare
them to your final prints. This is the best method
of learning the effects of changing filtration [and
exposura) on your Dual Dichro Colorhead,

Black and White Printing

The Dual Dichro may be used for black and
white printing in either the COMDENSER or DIFFL-
SIOM mode, Because of the structure of the black
and white image a condenser system provides
higher contrast and more apparent definition.
However, where dust and scratches are a prok-
lem, or where refouching has been done on the
negative, a diffusion system will produce cleaner-
looking prints and minimize the necessity of
spotting.

For black and white printing, it is generally desir-



able to set all the filtration dials to zero. Howewver,
when printing with variable contrast papers, the
colorhead can be used to contral confrast
without the need for an additional set of filtaers,
The table below shows what filtration settings will
opproxmate various poper grades on Kodak
Polycontrast paper,

Polycontrast Grade Filtration
1 25Y
145 12% + 9
2 A% & 1M
245 7Y+ 4Dk
3 10% + 70O
34 20% + 1400
4 a0y + 200n

White Light Lever/Paper Saver Circuit

The filter refractor lever removes the dichroic filters
from the light path for easy "white light” focusing,
Pushing the retractor lever away from you moves
the filters out of the light path, Pulling the lever
towards you returns the filters 1o their original
pasition, (fig. =27)

The unique Paper Saver Circuit bullt into the Dual
Cichro will prevent the lamg from furning on if the
filter redractar is left in the “White Light” position. If
wou should forget to return the filter refractor fo
the “Filtration” position after focusing, the colar-
head will not permit you to woste a sheet of

per with a “white light” exposure, Instead, an
indicator on the front panel of the colorhead will
light up, reminding you to reset the timer and
return the retractor to the forward posifion, MNote
that while the colorhead cannot e turmed on
with the filters retracted, the filters may be re-
tracted when the colorhead is turned on. The
Paper Saver Circuit puts an end 1o papsr waste
caused by unfiltered exposures.

fig. #27

Mode Rec

nition Circuit and Mode
Recognition Indicators

A printed circuit board positioned over the lomp
apearfure causes the appropriate indicator to
light on the front panel of the enlarger, depend-
ing on whether the colorhead is being used in
the COMDEMSER or DIFFUSION mode. If for any
recsen it is desired that these indicators not e
illuminated, it is possible to defeat the systam.
Remove the COMIC INTEGRATOR or the HEX-CELL
DIFFUSER from the center of the colorhead and
with any non-conductive fape, cover both of the
contacts which terminate the "RED” branch of
the printed circuit, This will not affect the PARER
SAVER CIRCUIT or ifts indicator lamip.

Auxiliary Filtration

If additicnal filtration is desired, it can e ob-
tained by inserting color printing filters into the
filter drawer of your 23C enlarger, Whils any
rand of CP fitters may be used once they have
ean cut to size, the 5% inch Besalar CP filter set
(Product #8%32] is pre-cut fo fif perfectly infoa 23C,

Use of Heat Absorber

Cure o the dasign of the Dual Dichro colorhead,

a heat absorber is not genarally reguired. How-
ever, If desired, an ophicnal heat absorber (Frod-
uct #BOA2) can be orderad for insertion into the 230C,

UV Filter

An efficient ultra-viclet aosorption filter is built info
the colorhead, Mo additional U filter is recuirsd.

Lamp Replacement

When replacing burned-out lamps, be certain
that the old lame hos cooled down sufficiently
tor handling and that the colorhead cord is dis-
connected from the power suDply.

1. Open the lamp compartrment door.

2. A relamping lever is provided on the right side
of the lamp, Lifting this lever upwards will push
the lamp out of its socket,

A Toinsert the new lamp, push the relamping
lever all the way down and slide the lamp intoe
the holder, being certain that the pins engoge
in thie slots in the socket, Do not fingearprint the
bl or the inside of the reflector as his can
lead 1o scorching.

LIMITED ONE YEAR WARRANTY

Besabkar Photo Morketing Comparny. Inc. Florham Parke. Mew Jerseny
wiarrants its products erh tre excaption of lamps), to the criginal
punchaser only, to ke free from detects in matedats and wokmanshio
for a peried of one (1) year from tre date of purchase.

Thiz Wiarrarity coes rot apply bo sur products which show avidence
o Cgiclentol Sorro, Mmisuse of Suse by yoa, The Warranty alo
cleess nat apply o our pReducts which one Setective of domogesd by
tamgaring of atfermptad reoar by on urauthonzed Besebar agend
Baseler exchusively limits this Worranty fo repar o regloce {af Beseler's
optiom) the defective part of ifs product. IF you dacide o send our
product toour autharized repair cutiet, you must imsure the product
and prepay all transportation experse:. Baselar wil not be lloole for
darmages causad in ke course of ahipping the product o yau. You
st allow of keast six (6 weeks for correction of the defect,

ANY IVPLIED WARRAMNTIES OF FITMESS FOR LISE. OFR MERCHAMTABILITY,
THAT M&Y BE CREATED BY CPERATION OF LAW ARE LIMITED TC THE
OME (T YEAR WARRAMTY PERICD. Some states do not dlow imitaticns
on how long an imolied warranty kests, o the above limitation may
nat apply toyou,

M LIABILITY 15 ASSUMED FOR EXPENSES OR DAMAIGES RESULTING
FROM INTERRUPTICN IN QIPERATICN OF ERILIPMENT, DAMASE TO FILM
QR PARER, O FOR INCIDENTAL, DIRECT OR COMSERIUENTIAL
DARAGES OF ARY MATURE.

Some states do nof aliow the exclusian ar imitation of incidental ar
consaquantial dormages, s0 the above lirretation of exclusion moy
ot apply foyou

In Bhdr @il Thigg is ary Safect in rrabarials ard workmanship of our
procuct you may conbast aur Customea  Sarvica Degarfrant at
Besabkar Phato Maorketing Comparny. Inc. 8 Fermwood Rood, Flamhom
Park. Maw Jersey OP%3E. This Warranty gives you specific legal righis,
and you may ako have other rights which vary from state to state,
¥oul My alsn have implied warranty rignts, Inthe evant af g proolem
with waornranty sardice of parformancs, you moy be able to go oo
Sencil Clairng Court, o State o, or o Fedenal Dishict Courl
IMPORTANT: THIS WARRANTY SHALL MOT BE WALID AND BESELER SHALL
MOT BE BOUND BY THIS WARRANTY IF QUR PRODUCT 15 MOT QOPER-
ATED IN ACCORDANCE WITH BESELER'S \WRITTEN INSTRUCTIONS.

Waou must prove the date af purchose by producing o sales receipt
Indicating that you are the origiral purchoser,



Beseler

Beseler Photo Marketing Company, Inc. 8 Fernwood Road - Florham Park, New Jersey 07932
001235877 IMWE
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